
ACCESSORY KIT INSTALLATION MANUAL

176913-UAI-C-0506

Unitary Products Group

AIR HANDLER COVER  - Kit #’s 1VJ0117, 1VJ0121, 1VJ0124, 1VJ0224
FOR USE WITH MODELS:   AH, AV (18 - 60) AND SH, SV (48 - 60)

GENERALGENERALGENERALGENERAL

The Air Handler cover is available for extreme high humidity

environments. The cover is intended to insulate the Air Han-

dler thus reducing the possibility of condensation on cabinet

surfaces exposed to extreme humid ambients.

HORIZONTAL RIGHT POSITIONHORIZONTAL RIGHT POSITIONHORIZONTAL RIGHT POSITIONHORIZONTAL RIGHT POSITION

1. Install cover on Air Handler in the upright position. Step 1

through 4.

2. Move Air Handler to final location.

3. Unsnap bottom cover off main cover for access to tubing

connections.

4. Follow Air Handler installation instructions for tubing con-

nection.

5. Reinstall bottom cover flap after tubing connection and

Air Handler access panel is in place.

6. Install drain pan connections.

7. Make sure all velcro sections are securely attached in

place.

8. Cover Air Handler Top with cover top flap. See Figure 3.

VERTICAL INSTALLATIONVERTICAL INSTALLATIONVERTICAL INSTALLATIONVERTICAL INSTALLATION

1. Install Air Handler in its final position.

2. Make tubing connections and drain pan connection per

Air Handler installation instructions.

3. Follow steps 1 through 4.

4. Make sure all velcro sections are securely attached in

place.

HORIZONTAL LEFT POSITIONHORIZONTAL LEFT POSITIONHORIZONTAL LEFT POSITIONHORIZONTAL LEFT POSITION

1. Follow product installation bulletin to prepare Air Handler

for Horizontal Left installation.

2. Follow steps 1 through 4.

3. Unsnap the bottom cover flap and realign the drain holes

on the product with the cut outs on the cover and snap

into place.

4. Make sure all velcro sections are securely attached in

place.

KIT NO.

USED

WITH

MODEL

DIMENSIONS

UNWRAPPED

WIDTH LENGTH

1VJ0117 AH, AV (18, 24, 30) 47 63

1VJ0121 AH, AV (36, 42) 53 67

1VJ0124 AH, AV (48, 60) 58 70

1VJ0224 SH, SV (48, 60) 53 70

FIGURE 1: Horizontal Right Position
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FIGURE 2: Horizontal Left Position
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INSTALLATIONINSTALLATIONINSTALLATIONINSTALLATION

Refer to Steps 1, 2, 3, and 4.

The cover is shipped, ready to install on site. Velcro assist

mechanisms will facilitate assembly of the cover in place.

Step 1. Unwrap Air Handler cover keeping drain and tubing

holes on the left side.

Make sure to align the drain and circuit breaker holes on the

cover to the equivalent holes on the Air Handler. The cover

patches for these holes on the Air Handler cover should

always be on the outside.

Step 2. Align Air Handler to Air Handler cover. Air Handler

cover drain holes should be on left side with velcro flaps on

outside.

Step 3. Snap in place right side and top cover with velcro

loop and hook.

Step 4. Snap in place left side, top, and bottom access panel

covers. Flaps for holes should be on the outside.

FIGURE 3: Top Cover Flap unsnapped - illustration only


